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 Spyruoklinės svarstyklės
SAUTER 287 / 289 

287 modelis su gnybtu
289 modelis su kabliu
• Accuracy of: ± 0,3 % of the load
• Tare range: 20 % of 
[ Max]
The very best price/performance ratio 
thanks to the transparent plastic housing, 
ideal for schools and educational 
institutions

High quality:

- zero-play spring bearing with highly-
precise adjustment
- fatigue-proof stainless steel spring[/] 

Abrasion-resistant, colour precision 
scale with high resolution
Thanks to the rotating inner tube, the 
scale is always easy to read
The bracket which is delivered as 
standard can easily be swapped for 
another suspension device, so that the 
system can be individually adapted to 
the items being weighed
You will find a wide range of further 
spring balances with gramme division or
Newton division for tension and 
pressure measurements and specific 
accessories atwww.sauter.eu

289-100 1 0,01 75,00 √

289-102 5 0,05 75,00 √

289-104 10 0,1 85,00 √

287-100 10 0,1 75,00 √

287-102 20 0,2 75,00 √

287-104 50 0,5 75,00 √

287-106 100 1 75,00 √

287-108 500 5 75,00 √

287-110 1000 10 85,00 √



Mechaninis jėgos matuoklis
SAUTER FA 

•Dual scale: shows Newton and kg 
•Rotatable display unit for an easy 
calibration of the instrument 
•Peak hold function by drag pointer 
•Can be mounted on all manual test 
stands 
•Zeroing by a short push of the switch 
• Delivered in a hard carrying case 
• Standard attachments: as shown below, 
extension rod: 90 mm

FA 10. 10 0,05 210,00 √ -

FA 20. 20 0,1 210,00 √ -

FA 30. 30 0,2 210,00 √ -

FA 50. 50 0,25 210,00 √ -

FA 100. 100 0,5 210,00 √ √

FA 200. 200 1 210,00 √ √

FA 300. 300 2 210,00 √ √

FA 500. 500 2,5 210,00 √ √

Skaitmeninis jėgos matuoklis
SAUTER FK

•Turnable display: automatic direction 
identification 
•Secure operability due to ergonomic 
design 
•Real time or Peak Hold Mode to observe
transcients or capture peaks 
•Selectable measuring units: N, lb, kg, oz 
•Auto-Power-Off 
• With one of the two optional 
attachments for tensile strength testing, 
the SAUTER FK can become a 
tensiometer for testing the material 
tension characteristics of cables, threads, 
wires, twine etc. (see accessories) 
• Standard attachments: as shown below, 
extension rod: 90 mm 
•Can be mounted on all SAUTER test 
stands
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FC 10 10 0,01 370,00 √ √



Skaitmeninis jėgos matuoklis SAUTER
FC

Technical data
• Precision: 0,2 % of [ Max]
• Internal measuring frequency: 1000 Hz
• Overload protection: 150 % of  [ Max]
• Overall dimensions WxDxH 
145x73x34 mm
• Thread: M6
• Net weight approx. 940 g
• Permissible ambient temperature   
-10 °C/40 °C

FC 50 50 0,01 370,00 √ √

FC 100 100 0,1 370,00 √ √

FC 500 500 0,1 370,00 √ √

FC 1K 1000 1 370,00 - -

Skaitmeninis jėgos matuoklis SAUTER
FH-S

•Turnable display with backlight 
•Can be mounted on all manual test 
stands 
•Digital force gauge with internal sensor 
•Data interface RS-232, included 
• Standard attachments: as shown below, 
extension rod: 90 mm 
• Delivered in a hard carrying case 
•Selectable measuring units: N, lb, kg 
•Real time or Peak Hold Mode to observe
transcients or capture peaks 
•Function to set limits, programming of 
Max./Min., in pull and push direction, 
with output of audible and optical signal. 
Ideal mode for efficient and accurate 
testing of standard parts 
•Auto-Power-Off 
•Mini Statistics Kit: calculates the 
average result from up to ten stored 
single results, min., max., n
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FH 500. 500 0.1 460,00 √ √

Skaitmeninis jėgos matuoklis SAUTER
FH-M

•Turnable display with backlight 
•Digital force gauge with remote sensor 
•Data interface RS-232 
•Selectable measuring units: N, lb, kg, 
kN, t 
•Real time or Peak Hold Mode to observe
transcients or capture peaks 
•Function to set limits, programming of 
Max./Min., in pull and push direction, 
with output of audible and optical signal. 
Ideal mode for efficient and accurate 
testing of standard parts 
•Auto-Power-Off 
•Mini Statistics Kit: calculates the 
average result from up to ten stored 
single results, min., max., n

FH 1K.

FH 2K.

FH 5K.

FH 10K.

FH 20K.

FH 50K.

FH100K.

1000

2000

5000

10000

20000

50000

100000

0,5

1

1

5

10

10

50

730,00

730,00

940,00

1100,00

1110,00

1290,00

1450,00

√

√

√

√

√

√

√

√

√

√

-

-

-

-

Skaitmeninis jėgos matuoklis SAUTER
FL 

•Turnable display with backlight 
•Real time or Peak Hold Mode to observe
transcients or capture peaks 
•Metal housing for durable usage in harsh
environmental conditions 
•Can be mounted on all SAUTER test 
stands 
•Capacity display: A bar lights up to 
show how much of the measuring range 
is still available 
•Function to set limits, programming of 
Max./Min., in pull and push direction, 
with output of audible and optical signal. 
Ideal mode for efficient and accurate 
testing of standard parts - ideal mode for 
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efficient and accurate testing of standard 
parts 
•Internal memory for up to 500 
measurements 
•Continuous analogue output: Linear 
voltage signal in relation to the load (0–2 
V) 
• Delivered in a hard carrying case 
• Standard attachments: as shown below 
(not for SAUTER FL 2K) 
•Selectable measuring units: N, kN, kgf, 
ozf, lbf
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Skaitmeninis jėgos matavimo
prietaisas SAUTER FP-S

•   TFT graphic-display with backlight, 
240x320 pixel, turnable display 
• Graphics display shows the force 
progression 
of a measurement as a graphic 
• Internal data memory  saves all measure
-
ments from a complete measurement 
process. The content of the memory can 
be 
transferred to the PC using optional 
so#ware
• Metal housing for durable usage in 
harsh 
environmental conditions
• Can be mounted on all SAUTER test 
stands
•   USB data interfaces  to the PC 
included
• Peak hold function to capture the peak 
value or Track function for continuous 
display of the measurement
• Function to set limits , programming of 
Max./Min., in pull and push direction, 
with output of acoustic and optical signal.
Ideal mode for efficient and accurate 
testing of standard parts
• Auto Power-Off

FP 2 0,001 990,00 √ √

FP 5 0,001 990,00 √ √

FP 10 0,01 990,00 √ √

FP 20 0,01 990,00 √ √

FP 50 0,01 990,00 √ √

FP 100 0,05 990,00 √ √

FP 200 0,1 990,00 √ √



•   Scope of delivery: Standard 
attachments as shown, 90 mm extension 
rod, sturdy carry case

FP 500 0,1 990,00 √ √

Skaitmeninis jėgos matavimo
prietaisas SAUTER FP-M

•   TFT graphic-display with backlight, 
240x320 pixel, turnable display 
• Graphics display shows the force 
progression 
of a measurement as a graphic 
• Internal data memory  saves all measure
ments from a complete measurement 
process. The content of the memory can 
be transferred to the PC using optional 
so#ware
• Metal housing for durable usage in 
harsh environmental conditions
• Can be mounted on all SAUTER test 
stands
• USB data interfaces  to the PC included
• Peak hold function to capture the peak 
value or Track function for continuous 
display of the measurement
• Function to set limits , programming of 
Max./Min., in pull and push direction, 
with output of acoustic and optical signal.
Ideal mode for efficient and accurate 
testing of standard parts
• Auto Power-Off
• Scope of delivery: Tension loops, 
pressure 
plates, sturdy carry case

FP 1K 1 0,5 1390,00 √ √

FP 2K 2 1 1490,00 √ √

FP 5K 5 1 1690,00 √ √

FP 10K 10 5 2090,00 √

FP 20K 20 10 2190,00 √

FP 50K 50 10 2390,00 √


